
JUNCTION BOX
(By Others)

MOUNTING PLATE

JUNCTION BOX SCREWS (2)
(BY OTHERS)

FIXTURE ASSEMBLY

FIXTURE MOUNTING NUTS (2)

SPLICE COVER

CAPTIVE
FASTENERS FOR
LENS DOOR (2)

SECURE THE MOUNTING PLATE TO THE JUNCTION BOX 1.
WITH JUNCTION BOX SCREWS.  IF DESIRED, THE MOUNTING 
PLATE MAY ADDITIONALLY BE SECURED TO THE CEILING 
THRU THE AUXILIARY HOLES PROVIDED. (FASTENERS BY 
OTHERS)
SECURE FIXTURE HOUSING TO THE MOUNTING PLATE WITH 2.
NUTS PROVIDED.
MAKE ELECTRICAL CONNECTIONS PER CODE.3.
SECURE SPLICE COVER.4.
INSTALL LAMPS.5.
TEST6.
CLOSE LENS DOOR AND SECURE WITH CAPTIVE 7.
FASTENERS.

AUXILIARY MOUNTING
HOLES (4)

TYPICAL FIXTURE SHOWN - STYLE MAY VARY
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INSTALLATION INSTRUCTIONS
Model:                           CM2000 and CM2012
Fixture Family:              BROADWAY, FIFTH AVE

1717 West Civic Drive  Milwaukee, WI 53209
414-354-6600

Design Modification Rights Reserved
    © Visa Lighting 

!When using electrical equipment, basic safety precautions should always be followed, including the following:
Read all instructions carefully before installing and save for future use.•
Make sure all connections are in accordance with the National Electrical Code and local regulations.•
To avoid possible electric shock, be sure the power supply is turned off before servicing or installing the fixture•
Service should be performed by qualified personnel.•
These instructions may not cover all details or variations. If additional information is needed, please contact Visa Lighting.•

Document Description: Installation Instructions for
CM2000 and CM2012
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