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ZUME IN PENDANT
(CABLE HUNG)
(SIDE CORD)

When using electrical equipment, basic safety precautions should always be followed, including the following:

*Read all instructions carefully before installing and save for future use.

¢ Make sure all connections are in accordance with the National Electrical Code and local regulations.
* To avoid possible electric shock, be sure the power supply is furned off before servicing or installing the fixture

H * Service should be performed by qualified personnel.

¢ These instructions may not cover all details or variations. If additional information is needed, please contact Visa Lighting.
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INSTALL TIP: LOOSEN DRIVER MOUNTING SCREW
TO SWIVEL DRIVER AWAY, IN ORDER TO BETTER
FASTEN CORD TO STRAIN RELIEF BRACKET.
RE-SECURE DRIVER AFTER CORD INSTALL
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TIGHTEN FIXTURE GRIPLOCK SAFETY NUT

TOP OF GLOBE VIEW

AFTER CABLE HEIGHT IS ADJUSTED

1. Remove canopy from Surface Driver Compartment (save canopy screws).

2. Fasten mounting plate to Junction Box with screws (by others).

3. Feed fixture cable & cord through center hole in canopy - insert cable into fixture griplock,
secure cable by tightening griplock safety nut, then secure top end of cord to strain relief

bracket on mounting plate.
4. Make all wire connections per local & national codes.

5. Lift canopy into place - secure with supplied canopy screws.

When using electrical equipment, basic safety precautions should always be followed, including the following:

*Read all instructions carefully before installing and save for future use.

¢ Make sure all connections are in accordance with the National Electrical Code and local regulations.
* To avoid possible electric shock, be sure the power supply is furned off before servicing or installing the fixture

H * Service should be performed by qualified personnel.

¢ These instructions may not cover all details or variations. If additional information is needed, please contact Visa Lighting.
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